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The manhole is in a roadway at entry to facility. Is it acceptable to block that lane during
regular daytime work hours in order to complete work?

Yes. The single lane may be blocked in the immediate area of the manhole for not more than
4 hours and not within peak hours. 7:00am to 10:00am

SOW #7, what type of system will be interfacing with the new monitoring system? Is this
interface required to be a Johnson Controls interface?

Yes. The JCI system shall interface with the sewer monitoring equipment.

Where will the interface be installed?

A JCl box will need to be installed in the sewer monitoring equipment room that connects to
the JCl network and interfaces with the JCI Metasys system at the Lake Nona central energy
plant. A JCl box in the CEP will need to retrieve the sewer monitoring equipment readings.
SOW #8 states that sampling data monitoring is to be integrated to the CEP Johnson
Controls system. What sampling parameters are to be included?

pH, flow, and temperature

What type of training (SOW #8) is to be provided to end-users?

How to retrieve sampling parameters from the JCI system and generate reports and graphs.
And how to retrieve water samples from the equipment.

Sizes of pipes within the manhole (inflow & discharge)?

Wastewater monitor room manhole has a 12” inflow sanitary PVC pipe coming from the
hospital. The outflow from this manhole is also 12” PVC sanitary pipe.

Minimum and maximum flow rates?

No previous or current flow rate readings available. City of Orlando Ordinance Chapter 30 -
REGULATION OF SEWER USE AND RATES specifies maximum amount of
byproducts/toxins in wastewater.

Depth of the manhole?

See provided manhole detail. Drawing H-CG5.04
Temperature of discharge water? (ambient?)

No previous or current temperature readings available.

Is one sampling port sufficient for use by the owner and city or are two separate ports required?

This will depend on the equipment that will be specified and installed. This will need to be
decided by the vendor that provides the equipment. There are three 2 inch PVC pipes that have
been run and capped from the manhole to the room



11)  Will a refrigerated sampler be required?

The vendor that provides the equipment will need to determine if the any of the required
sampling parameters from the City of Orlando Ordinance Chapter 30 - REGULATION OF
SEWER USE AND RATES requires refrigeration.

12) Is composite sampling acceptable?

Lab samples will be collected by third party and sent to a laboratory. Required sampling
parameters from the City of Orlando must be attainable from samples.

13)  Will the sampler be permanently installed on site for drawing samples if the discharge goes out
of compliance?

Sampler must be permanently installed onsite.
14)  Are 4/20mA outputs acceptable for pH, temperature and flow?

This will need to be addressed by the equipment requirements once the equipment is specified.

15) Is there a drawing that shows the piping details within the manhole? See provided
manhole detail. Drawing H-CG5.04

16) Isthere an existing flume installed? See provided manhole detail. Drawing H-CG5.04

17) If there is an existing flume, is there a detailed drawing that shows accessories such as the
sampling port, stilling well, bubble tube or ultrasonic mounting bracket? See provided manhole detail.
Drawing H-CG5.04



